Teagle

petroche

Aromatic Rubber Process Oil

Appearance Visual -
Colour ASTM D1500 Greenish ~ Greenish Greenish  Greenish
Kinematic Viscosity
at 40°C in cSt SnM Dats i = = 150
Kinematic Viscosity
at loooc in cSt ASTM D445 17'37 8‘12 40'60 =
Flash Point (COC)°C.Min ASTM D92 220 200 220 208
Aniline Point °C ASTM D611 30-50 35-55 30-50 45-60
Pour Point °C, Max ASTM D97 24 21 24 6
Carbon Type Analysis ASTM D2140 = = = -
CA % = 42 36 44 35
CN % - 22 24 20 23
CP % — 36 40 36 42
Acidity Mgms KOH/
gm Oil,Max ASTM D974 0.5 0.5 0.5 0.2
Volatile Matter,%at ASTM D972
150°C for 1 Hour (1S:1448 P64) 0.2 0.3 0.5 13
Compatibility - NR,SBR&PBR NR,SBR&PBR NR,SBR&PBR NR,SBR&PBR
Application - Types, Retread Rubber, PR
Extruded Products % Robls Shocks

Pagel

Central Office: No.1, West ChaharBagh St., Jannat Abad Ave., Tehran-IRAN Postal Code: 1474765811
Tel: +9821 444 10 541 Fax: +9821 444 20 440 info@eaglepetrochem.com www.eaglepetrochem.com



(eqgle
petrochervg

Treated Dlstlllate Aromatlc Extracted
specification

Sp.gr @ 15°C kg/m3 ASTM D-1298
Flash Point °’C ASTM D-92 246
Congealing Point °C ASTM D-938 33
Tan mg KOH/gr ASTM D-974 0.12
K. Vis @ 40°C cSt ASTM D-445 549.48
K. Vis @ 50°C cSt ASTM D-445 260.8
K. Vis @ 100°C cSt ASTM D-445 19.65
RI@20°C - ASTM D-1218 1.5227
RI@67°C = ASTM D-1218 1.5113
VGC = ASTM D-2501 0.895
Aniline Point °C ASTM D-611 63
Refractivity Intercept - AMS140.13 1.051
Water Content (Karl Fischer) PP ASTM D-6304 412.2
Sulphur Content %(W/W)  ASTM D-2622 3 Max
Carbon Type Distribution % cA/cN/cP AMS 140.13 23/39/38
Content Of PCA Extract  %(W/W) IP 346 22
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Treated Residual Aromatic Extract Analyse
Rubber process Oil - TRAE

Kinmg;;’mty@m 40 ASTM D-445
Kmmg:;"é“‘;‘yw 500 ASTM D-445
Flash Point, Deg. C 250 ASTM D-92
Pour Point, Deg. C +42 ASTM D-97

Specific Giavity @156C (950 ASTM D-1298

Aniline Point, C 70 ASTM Ip-2
Sulphur Content, wt.% 3 ASTM D-2622
Color 7 =
Viscosity Gravity Constant vge) /875 ASTM D-2501
Pea Content (dmso), wt% 3 ASTM Ip-346
Refractive Indexat20C ~ 1/5255  ASTM D-1218
Carbon Type Analysis -
g gg ASTM D-3238
Ca 55

Extract Rubber Process Oil Analysis

Kinematic Viscosity@100°C ASTM D-445 40-70

Flash Point (min) ASTM D-92 235C

Aniline Point ASTM D611-IP-2 27-37
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Mild Extracted Solvate Analysis

Appearance
Density @15 °C
Flash Point

Kinematic Viscosity
@ 100 °C

Colour, ASTM/td>
Refractive Index Nd70
Pour Point
Aniline Point
PCA,
Sulphur Content

Acidity

VGC

Visual
KGM3itd> ASTMD-4052 929
°C ASTM D-92 230
cSt ASTM D-445 14.2
- ASTM C-1500 75
- ASTM D-2159 1.4948
°C ASTM D-97 3
°C ASTM D-611 86
%wt. IP 346 2.9
%m ASTM D-2622 2
mgKOHg  ASTM D-974 0.106
= ASTM D-2501 0.859

Distillated Aromatic Extract Analysis

Kinematic Viscosity

Tel: +9821 444 10 541

@ 100 °C ASTM D-445 60.0 50.0 40.0 20.0 10.0 10.0
Flash Point °C ASTMD-92 300 265 265 240 215 215
Pour Point °C ASTMD-97 20 20 15 15 9 9
s"e"‘ﬁl 5" g:;;ty @ ASTM D-1298 995 1020 1010 1005 1000 1000
Aniline Point, °C P-2 &50 oD 550 550 30D B33
Sulphur Content, Wt.% ASTM D-2622 5 5 5 4 5 3
Ash Content, Wt.%  ASTMD-482 015 0.15 015 0.15 0.1 0.0l
Carbon Type Analysis, %
c, 35 50 30 40 60 55
C, ASTM D-3238 5 5 4 15 1 1
c, 60 45 65 45 39 44
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Vis. @ 100 oC 15-50 cSt.
Density @ 15 oC 1000 Kg/m3
BMCI 80-100
Sulphur Percent 4%
Sodium Nil
Potassium Nil
Fraction Compound CA=35CN=30 CP=35
Flash Point °C Min. 204
VGC 0.971
Aniline Point Max. 24
Pour Point °C 30

High/Heavy Vicosity Rpo
Rubber Process Oil Analysis

Vis. @ 100 °C 50-60-75 cSt.
Density @ 15 °C 1000-1040 Kg/m3
BMCI 80-100
Sulphur Percent 1%

Sodium Nil
Potassium Nil

Fraction Compound CA=35CN=30 CP=35

Flash Point °C Min. 216
VGC 0.928-0.971
Aniline Point Max. 35
Pour Point °C 30
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