Caustic Soda

# Property Units Test Method Value
1 Purity wit% ASTM D-3875 48.5 min
2 NaxCOs wi% ASTM D-3875 0.4 max
3 NaCL wt.ppm Spectrophotomerty 15 max
(Denora)
4 NazS04 wt.ppm ASTM D-516/D-4130 15 max
5 AL0s wt.ppm Standard Method 10 max
6 Total Fe (As Fe20s) wt.ppm ASTM D-2790 6 max
7 SiO2 wt.ppm ASTM D-859-88 5 max
8 Total Ca(As Cao) wt.ppm ASTM D-511 10 max
9 Hg wt.ppm Mercury Analysis 0.5 max
10 Sp.Gr.@(15.60C) —_ ASTM D-3875 1.515 min
11 Appearance - Visual Clear
12 NaCLOs wt.ppm Vogel Analysis 120 max
Sodium Bicarbonate
# Prope Units Test Method Value
1 Purity Wt% IRANIANS STANDARD 98 min
2 NaCOs3 Wit% IRANIANS STANDARD 1.5 max
3 NaCL Wit% IRANIANS STANDARD 0.1 max
4 Moisture Wit% IRANIANS STANDARD Balance
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Agriculture Ammonium Nitrate

# Property Units Test Method Value
1 N2 Content wt% S.TEC24.2 34.3 min
-2 Moisture Wit% S.TE.C244 0.15 max

3 Anticake Wit% - 0.05 min

4 Particle size (1-4mm) % S.TEC246 96 min

5 So-= Wit% STEC247 0.15 min

Ammonium Sulfate

# Property Units Test Method Value
1 NzContent Wit% — 20.8 min
2 Moisture (H20) Wit% = 1.0 max
3 Free Acid (H2S04) Wit% — 0.2 max

D1 Ammonium

# Property Units Test Method Value
1 Nitrogen Wit% Procedure manual 18.1 min
2 P20s Wt% Procedure manual 46.0 min
3 Moisture Wit% Procedure manual 1.5 max
4 Particle size (1-4mm) % Procedure manual 85 min
5 Density Kg/m3 Procedure manual 960 min

Ethyl Benzen

# Property Units Test Method Value
1  Purity wit% ASTM D-5060 99.65 min
2 Diethyl Benzene Ppm.wt ASTM D-5060 10 max
3 Benzene wit% ASTM D-5060 0.15 max

4 Others wt% ASTM D-5060 0.2 max
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Glacial Acetic Acid

Property Test Method Results Limit
Clear, free from Clear, free from
Appearance MAP - SM111 matter in matter in
suspension suspension
Color APHA ASTM-D1209 Below 5 10 max APHA
Purity wt% MAP-70014 99.87 99.85 min
Water wt% ASTM-D1364 0.0970 0.15 max
Formic Acid wt% ASTM-D3546 0.0130 0.050 max
Density @ 20°c (kg/lit) | ASTM-1298 1.0495 1.048 ~ 1.051
Acetaldehyde wt% ASTM-D2191 0.0034 0.02 max
o oe B tME | MAP-70019 | Greater than 2hrs | 2 hes min
Crystallization point °c | ASTM-D1493 16.4 °c 16.35 °c min
Total Iron ppm ASTM-E394 0.6 1.0 max
Propionic Acid wt% M602.515 0.0022 0.01 max
Heavy Metals ppm ASTM-D1347 Nil 1.0 max
Chloride ppm MAP-70020 | Less than 1.0 ppm 1.0 max
Sulphate ppm MAP-70021 | Less than 1.0 ppm 1.0 max
Moy volatile Matter | ASTM.D1353 | Lessthan 0.003 | 0.003 max

Melamine Crystal

Central Office: No.1, West ChaharBagh St., Jannat Abad Ave., Tehran-IRAN
Fax: +9821 444 20 440

Property Unit Value
Purity % (w/w) >99.8
Humidity %o (W/W) <0.1
PH 7.5-9.5
Colour Hazen(Pt-Co) <20
Turbidity NTU <20
Size(below 80 mesh) Mesh 80%
Solubility in H20 20°C clear
Ash content Yo (W/W) <0.03
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Anhydrous Ammonia

TEST RESULT

AMMONIA (BY WEIGHT) MIN. 99.95 PCT
MOISTURE (BY WEIGHT) MAX. 005 PCT
NITROGEN (BY WEIGHT) MIN. -- PPC
OIL (BY WEIGHT)MAX. -- PPM

PORT

TEMPERATURE AT LOADING

NOT WARMER THAN -33
DEGREE CENTIGRADE

FOREIGN MATTER

NEGLIGIBLE AND IN ANY
CASE NOT MORE THAN
0.003 GRAMS PER 100 MLS.

METHOD OF ANALYSIS : AO.AC.

LAB

Item Test Method Unit Range(Guaranteed) | Typical
1 T.N.P. UOP-698 Wt% 0.5 max 025
2 LAB9 UOP-698 Wt% <1 -
3 C10 UOP-698 Wt% <15 1053
4 c1 UOP-698 Wt% 22-40 394
5 c12 UOP-698 Wt% 22-34 26.72
6 Cc13 UOP-698 Wt% 12.5-27 13.90
7 Cl4 UOP-698 Wt% <1 0.18
8 Total LAB UOP-698 % 92% min 9230
9 Non LAB UOP-698 Wt% <7 6.9
10 LABI14+ UOP-698 Wt% 0.5 max 033
11 HAB UOP-698 Wt% - -
12 Average MW UOP-698 - (237-244) 2422
13 2- Phenyl UOP-698 Wt% 20 max 14.84
14 Bromine Index ASTM D-1492 - 15 max <15
15 Water ASTM D-6304 ppm 200 max 15
16 | Refractive Index at 20-c ASTM 1218 - 1.48-1.49 1.4838
17 Density 15.6 °C ASTM D-4052 Gr/cm3 0.858-0.870 0.8598
18 Tetralins Ecosol method Wt% 1.0 max 0s
19 Dr. test ASTM D-484 - Negative Negative
20 Sulfonability UoP-429 % 98%min 98% min
21 Color ASTM D-156 SYB 29 min. 29
2 Viscosity at 40°c ASTM D-445 cp <10 330
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Toluene Di Isocyanate

Property Limit Test Method
Form at 30 °C Clear Liquid Visual
Color Water white to pale yellow Visual
APHA Color Rating Max. 25 H900.1700S
Freezing point, °C 140+ 1.0 H900.3000S
Purity, %Wt Min. 99.5 H900.6500S
Total Acidity, %Wt Max. 0.004 H900.0500S
Hydrolyzable Chlorine, %Wt Max. 0.006 H900.3500S
Total Chlorine, %Wt Max. 0.05 H900.8000S
Isomer Content, %Wt
2,4 TDI 80.0+ 1.0
2, 6 TDI 20.0+1.0
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